
 
 

STEREO MEMORY MAN 
ANALOG ECHO/CHORUS 

 
-OPERATING INSTRUCTIONS- 

 
IMPORTANT! If your unit has a 3 prong power cord, it must be plugged into a grounded  (3 prong) AC 
outlet.  DO NOT DEFEAT THE GROUND ON THIS DEVICE!  If there is a failure within the unit, the ground 
connection is your only protection against dangerous voltages! 
 
Plug the Stereo Memory Man into an AC outlet and your instrument or microphone into the INPUT jack. If you are 
using one amp, plug it into the OUTPUT jack.  For a spacious stereo effect connect the STEREO OUTPUT to a 
second amplifier or a second channel of the same amplifier.  For the best effect, the two amps should be separated 
several feet at least, preferably at opposite sides of the stage or corners of the room. 

-CONTROLS- 
 
ECHO/CHORUS SWITCH---Selects Echo mode or Chorus mode. 
 

FOOTSWITCH---Alternately includes or bypasses the effect.  When bypassed, unmodified input signal is 
present at both outputs. 
 

DELAY----Selects Echo mode or Chorus mode. Has no effect in the CHORUS mode. 
  

FEEDBACK---Recirculates the delayed signal for multiple echoes.  With high feedback, continuing echoes or 
oscillation can be produced.  By changing the DELAY in conjunction with high feedback, many interesting creative 
pitch bend effects can be produced.  A note can be “bent” by changing the DELAY while playing.  This note can be 
echoed, further altered or added to while sustained by the feedback. 
 

BLEND---Mixes the processed signal with the direct signal.  When fully down (turned counter clockwise) only 
direct signal will be heard. 
 
When used in the CHORUS mode, the BLEND should be set all the way up and the FEEDBACK set about 1/3 of the 
way up, at most. 
 
The signal levels from most instruments and microphones will not overdrive the Memory Man input.  However, if 
distortion occurs turn down the level to eliminate it. 
 

- Warranty Information - 
Please complete and return the enclosed warranty card within 10 days of purchase.  We will repair the unit for free 
within one year of date of purchase.  If you should need to return your unit for service within the warranty period, 
please include a brief description of the problem as well as you name, address, telephone number, copy of your 
receipt, and a check or money order for $5.00 shipping and handling to: 
 

Electro-Harmonix 
C/O New Sensor Corporation 
32-33 47th Ave 
Long Island City, NY 11101 
Att: Service Department 

Please make checks/money orders payable to New Sensor Corporation. 
To hear demos by rock stars on all EH pedals visit us on the web at www.ehx.com. Email us at info@ehx.com 
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